


O\ o300 seriEs

These ceramic trimmer capacitors are designed for broadband applications, from audio 500 MHz, and afford an ideal low cost
means of trimming circuitry.

« Working Voltage: 250 VDC (500 VDC Test]
Insulation Resistance: > 10°MQ

e Temperature Range: -55°C to +85°C
Tuning Tool: 8764

Packaging: Bulk

RoHS Compliant
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JMC RANGE MIN Q) COLOR
0 SUGGESTED HOLE LAYOUT i F= @10 MHz CODE
£020 ] r'm 3300 2.8708.0 >300 RED
ROTOR
260 Q\&\ 005 9301 2.0To12.0 >300 NONE
coumoN o
f %) 9302 2.57023.0 >300 BLUE
gm_l COLOR CODE 9303 4.07034.0 >300 ORANGE
r 1 9304 5.5 70 45.0 >200 BROWN
? T 9305 6.0 To 55.0 >200 GREEN
18t 010J 080 -315+.020
BT S— i 070 9314 6.0 To 60.0 >200 PINK
Sl o6
236+.020 [ 9315 6.0 T0 70.0 >200 GRAY
9328 12.0 To 100.0 | >200 @ 1 MHz WHITE

SUGGESTED HOLE LAYOUT

L

cition 9306 2.0708.0 >300 RED
052
} @) 9307 2.0T012.0 >300 NONE

6]
coLoReoDE 3308 2.57023.0 >300 BLUE
I.:Er{ 9309 4.0T0 34.0 >300 ORANGE
9310 5.5T0O45.0 >200 BROWN

Mﬁb@ or2 9311 6.070 55.0 ~200 GREEN
' |.295 +.020

SUGGESTED HOLE LAYOUT

197
» j TOM"ggg JMC RANGE MIN Q COLOR
’ @2x) P/N PF @10 MHz CODE
©

1N

110 £.010
138£.010

.200.015

9371 1.8705.0 >300 BLACK
COLOR CODE
17 9372 3.07010.0 >300 NONE
240 MAX ROTOR
’ * % 9373 3.51018.0 >300 BLUE
118£010 L 9374 5.0 To 25.0 >300 PURPLE
== 01QLJL on2 9376 9.07050.0 |>200@1Mnz | GREEN
T J» 095+.010
102£.010 -
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